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Statement

Thank you for purchasing our products! If you have any questions or need, please contact the
customer department at any time.

This manual applies to IPC video surveillance client software.

There may be technical inaccuracies and typographical errors in the manual. Products, updated in real
time, the contents of the manual will be updated from time to time without prior notice. The updated
content will be added in new version. If it is inconsistent with the products, please be on the products
basis.

If in doubt or dispute manual, please refer to the final interpretation of the company.



Note for user manuall

Video surveillance client is powerful monitoring software, set multiple windows, multi-user, voice
intercom, multiple windows, multi-user, playback, TV Wall, Map, Forward Service Setting,
Multi-screen display control compatible with other extension products, Single straight even device
monitoring system is an organic whole for the function such as.

Video surveillance system is aimed at connecting more than one different type or model of equipment
(such as IPC, NVS, DVR, etc.), this manual only for professional network video surveillance system
of the client software operation are described, relate to a specific device feature setting, please read the

product manual.

This manual is for the use of video surveillance system provided by the user. You should have the
relevant equipment (such as IPC, NVS, DVR, etc.) of the basic operational knowledge and
experience.
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Chapterl Features

1.1 Main Features

VVVVVVYVVVVVVVVVVVVVVYVYVYVYVYVYVYVYYYYVYYVY

Y YV V V

VY VY

Support electronic zoom function
Support searching devices.
Support different permission of the users display different interface.
Support displaying the front-end device list.
Display online devices and offline devices by group.
Support maintaining and managing on-line status of front-end device.
Support multi-screen video window and full screen controls.
Real-time video streams to monitor.
Support clicking device group name then play this group’s devices automatic.
Support player window patrol
Support selected device video record.
Support playing window changes position
Support the client screen lock
Support video window display some playing status
Support TV Wall function.
Support the patrol of TV Wall
Support the decoder window shows decoder and encoder.
Support electronic map function.
Support multi-screen display function, up to support four screens.
Support PTZ control.
Voice talk.
Support broadcast audio.
Support distal device forward service setting.
Support PTZ protocol.
Support the window when sub stream switching main stream.
Support picture capture.
Support local record by the client.
Support device (local device, distal device) record (including local, distal) query and playback
as well as front-end record download.
Support displaying real-time alarm information of devices.
Support querying the historical alarm information.
Support real-time video surveillance of the window and the corresponding voice switch control
the display and maintenance of the status.
Support the record status of the video window display and maintenance.
Support the restoration of status control and management last time monitoring.
Support YUV formats accelerated graphics (if you only use the card does not support YUV
RGB display).
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Chapter2 Operating Environment Requirements

2.1 Hardware environment

Central Processing Unit (CPU): Intel Pentium Dual Core 2.0G or above.

Main Memory: DDRIII 2G or above.

NIC: 100/1000M adaptive.

HDD: 250G or above.

Graphics: GeForce4 256MB or above.

Display: 17 inch (or above) color LCD or CRT monitor, 1024 %768 resolution (or above).

5 Note: If more real-time video and records, and to achieve better results, CPU, memory,
graphics must be configured higher.

2.2 Software Environment

Install IPC video surveillance client (called IPC for short), which support Windows 2000/XP/2003/7
operating systems, it is recommended not to use the following operating systems Windows 98.
Suggest Internet Explorer 6.0~9.0.
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Chapter3 Install and Uninstall

3.1 Installation Steps

Double click”IPC_*.*_YYMMDD_***_setup.exe”, if your operating system language is English,
then it will come out an interface as Figure3-1. According to different need, the software has four
versions: English, Simplified Chinese, Traditional Chinese and Russian. Which version you can
install determined by your operation system language. In English system, you can only install
English version. The detailed step as follows:

Installer Language @

L Please select the language of the installer
g
v
I 0K ] [ Cancel ]
Figure3-1

Step 1: Select the language "English”, the Welcome wizard interface, as shown in Figure (3-2)
below;

| @ IPC Setup E]IEIEI

wWelcome to the IPC Setup Wizard

This wizard will guide vwou through the installation of IPC,

It is recammended that vou clase all ather applications
before starting Setup, This will make it possible bo update
relesant system Files without having to rebook vour
compuker.

Click Mext to continue.,

Mext > | [ Cancel

Figure3-2

Step 2: Click "Next", select the installation directory, as shown in Figure (3-3) below;
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& IPC Setup

oy Choose Install Location
"l Choose the Folder in which to inskall IPC.,

Setup will install IPC in the Following Folder. To install in a different Folder, click Browse and
select another Folder. Click Install ko skart the installation.

Destination Folder

—: '\ Program FileshIFC

Space required: 38, 4MB
Space available: 3.4GE

[ = Back ][ Inskall ] [ Cancel ]
Figure3-3
Step3: Click "Install”, the installation is complete appears in Figure (3-4) below;
& IPC Setup E@IIX

Completing the IPC Setup Wizard

IPC has been installed on wour computer,

Click Finish ko close this wizard,

[*]Run AutoConfiguration Guide!

Figure3-4
Step4: Click “Finish” then the installation is finished. The function of “Run IPC” is that the IPC
searches all devices that your computer can connect to; if the device is not in the same network of
your computer then its IP will be modified; add all searched devices automatically; after finished the
auto-configure, when you login IPC in the first time, IPC will play front nine devices automatically.
When finished the installation of IPC, this function is enabled by default, remove the hook before
“Run IPC” then you will disable this function.
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AutoConfig '

\ ? J Running auto-configuration will replace the device lisk and plaving scheme that were ko be, Are you sure ko runs

Yes Mo |

Figure 3-5

& AutoCo nfig,

Search the network address of device...

Figure 3-6

=l AutoConfig

Add default playing scheme...

Figure 3-7

& AutoConfig

Configuration finish, automatically exit!

Figure 3-8

-5-
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3.2 Uninstall Steps

Enter start menu "Programs”—”’IPC”—“Uninstall", operation as follows:
Step 1: Click the "Uninstall" appears to lift interface, as shown in Figure (3-9) below;

& IPC Uninstall

Urinstall IPC
Remove IPC From your compuker,

IPiC will be uninstalled From the Following Folder, Click Uninstall ko start the uninstallation,

Ininstalling From: |C:'|,Pr|:u;|ram FilesiIPC),

L_u.ninstall | [ Cancel ]

Figure3-9

Step 2: Click the "Uninstall” Uninstall completed, as shown in Figure (3-10) below;

& IPC Uninstall X]

L.
\ l ) IFC haz been remowed.

Figure3-10
Step 3: Click "OK" Uninstall completed.
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Chapter4 Config Management

On the desktop, double click IPC (@) to start IPC login interface. As follow:

Video Surveillance Client

ﬂ [v Aukamatic Login

[ Save Password

[ Sign Platform

Login Cancel

Figure4-1 Login Interface

The default username is admin, password is 123456. You can add user after login, the detail
operation will describe later. Check "Automatic login”, IPC will save password and it will login
automatically. Check “Save Password” the IPC will save the password if you login successfully this
time, then you won’t need to enter its password next if you login with this username. In order to
ensure the security of the software, if the user checked the "save the password", then in IPC exit
after login, password a column shows the 32-bit key. IPC autosave recently login five user's letter.



User Manual of IPCVideo Surveillance Client

Device List <

PTZ Control ol

Main Menu

Tool Bar

L N1 xE e A
Q

Y ol G ADOOS

I Cevice Lk
=7 Defaut

B gLar

Video
window

Area

Fropertes. Map List

callprasat [ = a

emove | =] %

Adwured

Function +
Alarm o 17 Marn Bassags

Figure4-2 Main Interface

4.1Main Interface description

1)

2)
3)
4)

5)

Function menu:

Video View, Record Query, Alarm Message, Config Management, TV Wall, Map, Forward

Service Setting, Multi-screen display and Set main functional areas, detailed in Chapter4 Config

Management >>; Chapter5 Video View >>; Chapter6 Record Query >>; Chapter7 Alarm

Message >>; Chapter8 TV Wall >>; Chapter 9 Map >>; Chapter 10 Forward Service Setting >>;

Chapter 11 Multi-screen display >>; Chapter 12 Setting;

Video Window:

According to the operation of the toolbar in above, details in “Real-Time monitor” section.

PTZ Control:

PTZ control operation details in “PTZ Control” section

Device list:

The region display device information, device list details in “Device list” section.

Tool Bar:

The video window can do electronic zoom, Dual-stream switch, Capture, Voice talk, Audio,
Broadcast, Manual Record, Patrol, Alarm action, Full/Norm, lock screen, Stop, Stop all, start

-8-
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all record, full screen, single screen, 4 screens, 6 screens, 8 screens, 9 screens, 10 screens , 13
screens ,16 screens, 25 screens and 36 screens, 49 screens, 64 screens.
6) Setting:
You can set the software automatic login, boot automatically, system configuration, detailed in
Chapter 12.
A comprehensive introduction to the various functions as follow (minimum resolution 1024 * 768).
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Click the “Config Management” to enter the configuration management interface. There are five
main functions: Device config, User config, Record config, Remote config and Maintenance.

User Cordiy  Rword Config Roescte Corliy  Mardmnance
Q Dervice Management
h Dervics Lt ‘o Canlig
we etk o Mame: Akl Femove Hodfy
Corfig Information
D SO008 & Loal Device (™ P2 Dervice
Group Mame: |H# J m Frobocal Type P =
Durvicn Tyoe e | e P— | Vit Mo RS =
Device [P | Video Port g PTZ Part s
Loxgn Mame | Paguwond FZ Address
Khe:# s ok llowesd] Add  Remove  Modfy
Darvice Manageenrt
P Address : : Subret sk - Gateveary Ackrese
L . . war | fubagen  Modfy Camers Defal Config
S Fowet M Begn tn search  Babch Add
[ 1p address | Subret Mask | Gobeway ke | onsl = | Evevice Typer [ sl I [
[Progestins MagList

Figure4-3 Config management interface

4.2 Device Config

4.2.1 Device Group Config

There is only one group by default. There you can add, remove and modify groups.
Device Group Config

Group NamE| fdd  Remove  Modiy

Figure4-4 Device group config

1. Add device group:
Input the group name, and then click “Add” button. The same device group name is not allowed.
The new device group name will be displayed in the device list.

2. Remove device group:
First select the device group name to be removed, and then click “Remove”; the cameras of the
group will be moved to default group when the group is removed. The default group can’t be
removed.

3. Modify device group:

-10-
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First select the device group name to be modified, and then input the new name then click “Modify”
button; the same group name is not allowed.

4.2.2 Device Config

1. Add device manually:

Config Information
Group Mame |Deccu:|er ﬂ Device Name| Protocol TVpElLIDF‘ j
Device Type |IF'C j Stream |5ub Stream ﬂ Visit Mod |RT5P j
Device IP | Video Port |554 PTZ Port |3E|gl
Login Name | Password |
Note: # is not allowed Add Remove — Modify

Figure4-5 Device config
First select group name as figure4-5 and device type, input device name, protocol type<accessing
Internet recommended TCP>, device type<IPC, DVS, Decoder, Video Switch Server/\/SS>, stream,
access method (The default access method of adding devices is RTSP, you can change the device’s
access mode<RTSP or TPS>. The standard method is RTSP; the TPS method is only for the device
can’t login IPSAN platform ) ,device address<it can be IP address or domain name>, video port, PTZ
port (IP address, PTZ port and video port must be the same with IPC itself).Login name and
password must be the management of the device username and password, PTZ address code and
control PTZ address must be the same, otherwise the device will not work properly.
After setting those parameters click the button of “Add”, then you have finished manual-adding new
device. Modify and remove device are the same with add device, not repeat.
When Device Type "Video Switch Server/VSS", Device IP for distal open forwarding service host
address, and at the same time, also can be the main domain address, "Video Port" for the open
service set up the video port. Click on the "add" button, the server device will be added to the left
device list.
5 Note: Add distal device, if it is used to IP address form add will automatic filter out with

the same device, if it is used to do main name form will not add to the same device filter.
Search devices automatically:
IPC can search devices automatically.

Camera
nurnber [ Invert! &l Search Camera  Batch Add
IF Address | Subniet Mask. | Gateway Address | D51 | DM52

< >

Figure4-6 Search Camera

-11 -
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Click “Search Camera”.IPC will search all devices in the same LAN and will display all devices;
public network can’t use search function.
15 Note: 1. If you click the top field in this table, such as IP Address, Subnet Mask and so on,
then you can order those searched devices as this field.
2. If you change to other place, the searching will stop.

ﬁjm;: 3z, [ Invert[ Al Stop search Eatch Add
IP Address | Subnet Mask | Gateway Address | DrS1 | RS2 i
D192.168.88.1EIE| 255,255.255.0 192,168,851 202.96,134,133 202.,96,125.86
D192.168.88.24 255,255,255.0 192,168,858, 1 202,96,1258,86 202,96,134,133
D192.168.88.4D 2585,255,255.0 192,168,881 202,996,128, 166 202.96,134,133
D192.168.83.188 255,255.255.0 192,168.85.1 202.96,1258.86 202,96,134.133
D192.168.88.26 255,255, 255.0 192,168.858.1 202.96,1258.86 202.96,134,133
D192.168.88.19 255,255, 255.0 192,168,881 202.96,1258.86 202.96,134,133
D192.163.88.22 255,255,255.0 192,168,85,1 202,96,1258,86 202,96,134,133
D192.168.88.196 2585,255,255.0 192,168.858.1 202.96,1258.86 202.96,134,133
D192.168.88.199 255,255.255.0 192,168,851 202.96,125.86 202,96,134.133
L‘Imvms AR 71 PR P65 FEE N 107 168 AR 1 FN7 GF 17R AR 07 9F 1734 1737 - b

Figure4-7 Search camera
The searching results as Figure 4-7. After your searching, you can double click the” Serial NO.” to
copy the device’s serial number.

2. Add device automatically:

Check the device that need to be added to the device list and click “Batch Add”, all the device will
be added to the device list.

Check the device and click it, you can modify the IP address, subnet mask, gateway and DNS. Oslo
you can click “Auto gain” to get free IP address.

Device Management

IP Address | 192 . 168 . 88 . 200 Subnet Mask| 255 ,255 . 755 . O ES;?::; | 19z . 168 . 88 . 1

1y | 202, 9 . 128 . 86 DM5Z | 202, 9% . 134 , 133 Autogain  Madify Camera

Figure4-8 Modify network parameters
1y Note: Modify operation must be earlier than add operation. It is not recommended
arbitrarily modify.

4.3 User config

4.3.1 Role config

Role management interface as follow:

Rl management

Role name |
Ciperation permission [ Play [~ Record [ alarm [~ Config management [~ PTZ
Add role Remove role Modify role

Figure4-9 Role management

-12 -
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There are 5 kind of operation permission: PTZ and Play, Record, Alarm, Log, Config management
and advanced operation.
Add role: Input the role name and check permissions then click “Add role”.
Modify role first select role to be modified then the similar with add a role. Select the role in the role
list then click “Remove role” to remove it.

% Note: All the user groups and users of the role will be removed when remove the role.

4.3.2 User group config

User group management interface as follow:

Uset group ranagernenkt

Lset group name | User group role default j

Add group Remove group  Modify group

Figure4-10 User group management
Add user group: Input user group name and select the group role then click “Add group”. The same
group users are the same user role.
Modify user group first select the user group to be modified then similar with add user group. Select
the user group in the user list and click “Remove group” to remove the user group.
% Note: The user of the user group will be removed when remove the user group.

4.3.3 User management

User management interface as follow:

User managemenk

Usernarne | Lsetr group |deFauIt j
MNew password | Confirm password |
Add user Remove user tadify user

Figure4-11 User management
Add user: Input username, new password, confirm password and select user group then click “Add
user”’. Do not allow the same username.
Modify user: Select a user in the user list then similar with add a user. Select the user in the user list
and click “Remove user” to remove the user.

4.3.4 Rolling Subtitles Management

Rolling subtitles management as follow:

-13-
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Rolling Subtitles Management

Title Information Save

Figure4-12 Rolling subtitles management
Enter the subtitle you want to roll in the text-box of “Title Information™, then click “Save”, words
you entered will rolling show in the top of IPC. For example, in the “Title Information” write “IPC
Video Surveillance Client”, rendering as follow. If you need to cancel the rolling subtitles, enter a
space in the text-box of “Title Information” and click “Save”.

LI AN EwmP Y ¢ cAIDOO0OS NREENMEEESER 20131009 11:49:36

Figure4-13 Rolling captions rendering

iy Note: Because the resolution of 1024 by 768 is lower, it will make the space of whole
interface not enough, the set rolling subtitles will affect the button area under. So suggest you
choose the resolution of 1280 by 960.

4.4 Record Config

4.4.1 Record strategy

Record management interface as follow:

Device Config | User Config | Record Confio | Remote Config | Maintenance

| .3. Start Record Detail
Record strategy

Figure4-14 Record config
Inthe [ Device Config 1 interface to add the device, IPC will put device into "Default Strategy".
Later add device also will be added to the "Default Strategy”."Default Strategy" configuration is the
Strategy of the device for 24 hours timing video. In the [ Record Config 1 interface click "Start
Record", will start the Record strategy. Start Record button into a "Stop Record", and click the
button, then stop the Record strategy. If you have multiple record strategy, will stop all the Record
strategy.
Click “Detail” button you can view the detail information of default strategy.
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4.4.2 Strategy config

Click “Detail” then enter the interface of record strategy detail configuration. As figure 4-15:

Record Strategy
Basic Config

Strateqy Devices

Original Devices

Strateqy Mame |Default Strakegy = []&=) Device List - = []&= Device List
[ 192.165.38.100 [ 192.168.88.100
Storage Strateqy |Overwrite latest file: | [] 8 192 168.85.151 [ 8 152.165.88.151
192.165.55,153 192.165.55,153
Tigger Method |5chedu|e Record ﬂ - *‘ O ol
[ 192.168.88.155 [ 192.166.88.155
192.165.85.156 192.165.55.156
Storage Pathil |D:". Erowse O LA Add O e
[ 192.168.88.165 [ 192.166.86.165
Storage Pathz |E:\. — [ 192.168.86.166 e [ 192.166.86. 166
Q¥ 192.168.88.167 Q¥ 192.168.88.167
Storage Patha |Fi". Browse | ¢ —_— s < - s

Record Config

Config enable; MO *| Record time per File; |30 * |Minutes Prerecord time: |5 ¥ |5ec,
Record videa: |Main Stream | Detect record bime: (10-6005ec.) | Record audio

[v Time spanl |Everyday - Frum| 0:00:00 e To |23:59:59 =
[~ Timespan?  |Sunday - me| 0:00:00 =l To |23:59:59 |
[~ Time spand  |Sunday - FrDm| 0:00:00 =1 To |23:59:59 =
[ Time spand  |Sunday - FrDm| 0:00:00 =l To |23:59:59 |
[~ Time spanS |Sunday > From| monio =4 To z359:50 =l
[~ Time spané  |Sunday - FrDm| 0:00:00 =1 To |23:59:59 =
[~ Timespan? |Sunday - me| 0:00:00 =l To |23:59:59 |
Add Strateqy  Del Strategy  Modify Strateqgy

Figure 4-15 Record parameter configure interface
The configuration of record strategy includes two sides: Basic Config and Record Config. Next we
will have a detailed explain for every parameter.
Strategy name: There is a system default named Default Strategy, which can not modify. When you
need add other strategy, you can named by yourself but Default Strategy.
Storage Strategy: You have two choices, Stop record when full or Overwrite latest files when full.
Trigger method: Schedule Record refers to record all the time during the time you have set; Motion
detect Record refers to when has motion alarm then record, the premise is that the device has
already opened motion alarm; 10 alarm record refers to when has 10 alarm then record, the
premise is that the device has already opened 10 alarm
Strategy path: The system will auto gain three disks as strategy, except your system disk. When user
need modify the strategy path can click the button of “Browse” to select path free. When user need
delete the strategy path,, click “Browse”, then click “Cancel” on the pop-up dialog box.
Original devices: All devices that you have added.
Strategy Devices: Devices in current record strategy. Modify record device you can by those buttons
between “Original devices” and “Strategy devices”
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Config enable: When user choose yes and save, then open current record. Strategy record can also
opened by clicking the button of “start record”. When user choose no and save, then close current
record.

Record time per file: Record time for a schedule record.

Prerecord time: The time before start record.

Record video: User can choose sub stream or main stream.

Detect record time: Record time for a motion detect record.

Record audio: If hope the record file with audio you need choose it. Only when device encode audio
and checked it then the record file will be video and audio file.

Time slot set: It refers to set the record time, you can set seven time slots total. When there be some
conflict during different time slot, the system will automatically take there intersection. After
starting record, there will be video file only in the time slot.

Add strategy: When different device needs record in different trigger method, or when devices are
many, suggest you to configure more than one record strategy. Choose devices, configure the store
path and other parameters, click the button of “Add Strategy” then create a new strategy. There are
four record strategies in figure 4-16. If the record strategy is not default strategy, you can only
enable it by the button of “Config Enable”, choose yes means start record, choose no means finish
record.

Record strategy

—|-®@ Default Strategy
i 192.165.83.151
i 192.163.85.153

—|- B8 Defaulk Strategy?
i 192.163.88.155
i 192.165.83.156

—|-®@ Default Strategy3
i 192,165.83.165
i 192.168.85.166

—|- B8 Defaulk Strategyd
i 192.168.85.167
i 192.165.53.154

Figure 4-16 Added four record strategies
Delete strategy: click the record strategy name on the left device list, related configuration
information for this strategy will detail show on the right. Click the button of “Del strategy” will
delete this record strategy.
Modify strategy: If you have modified some parameters for strategy, you need to click the button of
“Modify strategy” to ensure it

4.5 Remote Config

4.5.1 Select device

Click the device that must be online in the device list.
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4.5.2 Remote config

The interface device is not selected as follow:

Q Please connect the device you want to configure

Figure4-17 Remote config interface

Oevce Conflg  User Corfig  Racord Candlg Marterarce

[ QL tetwok | Meda | P1Z | Siccagnl atem | Symem|

| oot Ntwork 200 | Dthernet 5ot | AOR 5000 | 000G S0t | LA Setin | 1TPACCOIE Setuo | SMTPAcoourt Set.0 | Medattream Setin | Puttorm setio | 7P1P sets |
Network ot

Wire Net.

MAC Addess QO 48190400

® Typm Ratx
P adden 1920681077
Geway 1214811

Nt Mash. FB2W 250
oSt 202.96,128.56
o2 2029614133

Figure4-18 Remote config
You can refer to IPC instructions to modify network setup, media setup, alarm setup and so on.
I Note: Remote config is not allows for DVS and decoder.

4.6 Maintenance

4.6.1 Device information list

Device information list is to check devices do below operating. Before device upgrading, configure
file uploading or downloading, rebooting, restoring, you must check devices first then you can do
those operating to them. The device information list only include online devices, during operating
(such as reboot) the device must offline for a moment, then you will see the device out of the list
and come out in the top of the list some minutes later.

4.6.2 Upgrade

Checked need to upgrade device, click on the "browse" button, the local computer to find upgrade
file the folder, select the corresponding device types of firmware program, and click "update™,
namely start remote upgrade. If the upgrade failed, please try again.
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Device Config  User Config  Record Config  Remate Config

‘ Q Device infarmation list
Device List Al T Invert
-3 Default
i zan Device Mame ‘ IP Address Statues | File System Yersion
* 00 O192.165.85.249 192.168.68.249 T38G006 V2.4.0, build 2012-08-31 15:28:11
* 167 Ois4 192,168,068, 184 TE5A-NEGIG-GPS ¥1.,5.0, build 2012-08-16 20:31:09
Oioz.1e8.88.248 192.168,88.248 TS38PQ ¥1.5.0, build 2012-08-18 20:27:38

L R Oom 012430.3322.0rg TS38PQ ¥1.5.0, build 2012-08-18 20:27:38
B 192.168.55.248 Ozss tolBeratze, 3322,0rg T5368PQ ¥1.5.0, build 2012-08-18 20:27:38
*‘ 192.,168,88,249 Oz 192,168,688, 167 TESA Y149, build 2012-06-18 17:44:56

Device Upgrads

Firmware Browse  Upgrade

Figure4-19 Upgrade

4.6.3 Config file Upload and Download

Upload config file: first click “Browse” to select the correct config file and check the devices to be
uploaded, then click “Upload”.

Download config file: first click “Browse” to select directory for saving cinfig file and check device
that download config file from, then click “Download”.

Canfig file upload and download

Config File | Browse  Upload

Sawve path | Browse Download

Figure4-20 Config file Upload and Download

4.6.4 Reboot, Default Config and Sync system time

Check devices and click “Reboot” to reboot the devices.
Check devices and click “Default Config” to restored the devices.

Check devices and click “Sync system time” to modify devices time.

Restart Restore

Rebook  Default Config Swnc syskem time

Figure4-21 reboot, default config and sync system time

4.6.5 The management of front-end storage device

After choosing the device, click “Format”, then the TF card or USB device will be formatted.
After choosing the device, click “Uninstall”, then the TF card or USB device will be uninstalled.
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Device Mame: 192, 168,88, 169

SD Card1 Manager 5D Card2 Manager
Total space : 756%(MB) Total space : O(MB)Unmount
Ised space : 5789(MEB) LIsed space : O(MB)
Free space : 1730(ME) Free space : 0(ME)
Percent : 756% Percent : 0%
Format Uninstall

USE Manager
Total space : O(MB)Unmount

Used space : O(ME)
Free space : 0(ME)

Percent : 0%

Figure4-22 The management of front-end storage device
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Chapter5 Video View

After adding and configuring devices, click “Video View”, then skip to video view interface, here
you can watch the real-time video.

5.1.1 Real-Time Monitor

Ialalsy
_ i

r¥QQ AP Y e CcAIDOOS NUNMERNESHECZED 20131003 11:43:3

Propertes  Maplist
v P12 Control

A Alam Message

Figure5-1 Surveillance interface
5 Note: 1. Two or more play window is when view playing, Select a window and click
continued one second, until a red camera sign come out, then drag to another window, those two
windows will exchange their video.
2. Video window supports the function of right-click mouse, The function of it is the

same as the function of buttons in the video surveillance tool bar, detail operation will be
described follow.
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r¥QQ EmfA Y e cANDOO0O NENEEREEEEER 20131009 11:43:3%
Q
B3 Device List
- %3 Defaut

Py poric]

§EPam

Player Windows
4rd

Ful Display

Ful Screen

Display Main Stream
Start Speak

Open Sound
Manual Record

Capture

Stop

Stop Al

Propertes Map List

v P1Z Control

A Alarm Message

Figure5-2 right-click menu function

5.1.2 Real-Time Monitor Method

Select and drag a device to the focus video window that will display real-time video of the device.
Select and double click a device, if the focus window is empty, it will display real-time video of the
device; if the focus is playing, system will search empty window from focus window to display
real-time video of the device.

Select and right-click a device group name, then you can choose “auto play this group’s devices”.

5.1.3 Electronic zoom

This is electronic zoom function. There are four buttons in electronic zoom function area. They are
Pointer, Moving, Zoom Out and Zoom In.

kW QQ

Figure 5-3 Electronic zoom function button

Q Zoom In: Preview condition, in the toolbar after click this button, there are three methods to

enlarge video screen:

a. Drag mouse to the window that you need to enlarge, the mouse turns toQ. This time
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click the video screen, system will enlarge the video screen with current point as the

center.

b. Drag mouse to the window that you need to enlarge, up roll the mouse wheel, current
video screen will enlarge show.

C. Drag mouse to the window that you need to enlarge, click somewhere then drag mouse

without releasing it. Then come out a red box, release the mouse as you need, video
screen enlarge show.

Q Zoom Out: After the video screen enlarged, click this button and drag mouse to enlarged

window, then mouse turns toq . This time click mouse, video screen narrow show. You can down

roll the mouse wheel to narrow the video screen too.

v Moving: After the video screen enlarged, click this button and drag mouse to enlarged
window, then mouse turns to‘w . This time drag mouse you can drag the enlarged video screen.

4 Pointer: After the video screen enlarged, click this button, the video screen will regain

normal size to show. If there are many devices enlarged, click it will regain all.

5.1.4 Dual-stream Switching

Due to network bandwidth limitations and the requirements of high-definition video, IPC and other
front-end device using dual-stream technology which can encode two completely different bit
stream (including a different resolution, frame rate, quality) at the same time. Main Stream used for
local real-time storage, Sub stream used for remote network transmission. Thus take into account
the image of high quality local storage requirements and long-range low-bandwidth network
transmission of images fluency requirements, to break through network bottlenecks and maintain
Endowment effect of the local HD storage.

In the video surveillance tool bar, click "V1/V2" button on the focus of the video window to switch
the video stream. If need to screen amplification not automatic switching main-stream, then see
Chapter12.5 Switch Stream Setting.

EmA Y ¢ e cANDO0O06C NENEENEHECTER

Figure5-4 Dual-stream switch

5.1.5 Capture

In the video surveillance tool bar, click on “Capture” button on the focus of the video capture video
window. The default storage path of local record is in the “Picture” directory that under the file of
the installation program, if you want to change the storage path please turn to Chapter12.3 Storage

setting.
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EwmA Y ¢ CncADOOS nEEEREHERER

Figure5-5 Capture

5.1.6 Voice Talk

In the video surveillance tool bar, click on the “Voice talk” button in the video window with the
focus on real-time front-end device features two-way voice talk. When the voice talking is turned on,
the user switch the focus window will make no difference with it. And the status bar under the video
window will show current voice talk status.

EwmPAP ¢ e ¢CcADOOS mEEENEEEDEE
Woice talk

Figure5-6 Voice talk

5.1.7 Audio Switch

In the video surveillance tool bar, click on the "Voice” button, you can open or close the focus of
the audio video stream monitoring. When the sound is turned on, the user can switch the focus to
follow the audio window to switch the focus of the window. And the status bar under the video
window will show current voice status.

EmA Y dlen cADOOS nEEEREEERER

hudi e

Figure5-7 Audio

5.1.8 Broadcast Audio

Broadcast Audio realization must first configuration broadcast audio encoding format and need to
broadcast device, the specific configuration method and process see Chapter12.6 Boradcast Set.

For device set up after the broadcast, in the video toolbar and click 0 button, the button into b :

device into the broadcast state. If you want to stop broadcast again, click on the "Broadcast Audio™
button.

Evw A Y $(€la e ADO0OO0E ENuUEEGERNMEEEEESD

Figure5-8 Broadcast Audio

5.1.9 Start to select the fragment of device record

In the video surveillance tool bar, click the “Start to select the fragment of device record” button, the

focus of the video window will start record. The same time the button changes from g8, to  z=,.

Button g%, always represent that the device is recording, and if you want to stop record please
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click the buttongs, . Once manual record the longest time is 30 minutes, 30 minutes later the system

will cut down current record and start a new record. The default storage path of manual record is in
the “Video” directory that under the file of the installation program, if you want to change the
storage path please turn to Chapter12.3 Storage setting.
mEwBP Y ¢ E F\c A D O 0 6 BEEEENEREEES
{Stu’( to select the fragment of device rccord]

Figure5-9 Start to select the fragment of device record

5.1.10 Patrol

Start patrol you must configure patrol for video window first, the detailed configure method and
process will be explained in_Chapter12.4 Patrol Setting.

After configured patrol for window, select the window and click the button v in the video

surveillance tool bar, then button turns to c , the window is patrolling. During patrolling the button

of “dual-stream switch”; “local record”; “voice talk”; “voice” can’t use. If want to stop patrolling

re-click the “patrol” button, then this window will play the real-time video streaming of the

stop-time device. This moment that four buttons can’t use still.

mEwBPA Y ¢ @ B-A -0 0 0 @ BENEENEEEEES
Fatrol

Figure5-10 Patrol

5.1.11 Alarm Linkage

Alarm linkage: enable it. When IPC receives alarm, it wills response to the alarm in different ways.
Three methods of alarm linkage: Nol. Tree node flash (as figure 5-12).No2.Play alarm sounds.
Different sounds of master device and camera.No3.pop video window and play video. If there are
many devices alarming, it will play video of the first alarm. In the alarm list (as figure 5-13).Red
alarm information means the alarm not processed, black alarm information means the alarm already
processed. Click the “Begin speak” button, voice talk is opened.

mwm P Y e c[ADOO S BEEEEENIESELDR

Figure5-11 Alarm linkage
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Device Lisk
—|-®@ Default

i 192,
i 192,
i 192,
i 192,
i 192,
1 192,

165,58,
168,53,
163,53,
168,53,
163,53,
168,58,

155
190
192
193
194
196

[ >

Alarm linkage

i 192,
i 192,
i 192,

163,53,
168,53,
163,53,

197
195
199

= 192,

168,88, 200

|

Tree node flash

Alarm Action

*1 Skreaml

i Stream?
Hnl Shrearm=

[ £

Figure5-12 Tree node flash

Device Name l Alarm Type ] Alart
Video lost 17:3
Video lost 17:0
192.168.88.243 Video lost 17:3!
192.168.88.29 Video lost 17:0°
192,168, Video lost 172:3
192.168. Video lost 17:0°
192.168.8 Video lost 17:3¢
192.168.8 Video lost 1
192. 16 Video lost 17:3!
192.168.88.25 Free Space ... 17:2
192.168.88.29 Video lost 17:0
92.168.88.243 Video lost 17:3
92.168.88.24 Free Space ... 17:0
192.168.88.29 Video lost 17:0°
192.168.88.243 Video lost 17:3 —
192,168.88.28 Free Space ... 17:5 Ao 72 BEO WAE
192.168.88.29 Video lost 17:0° 2 SN
192.168.88.243 Video lost 17:3
192.168.88.29 Video lost 17:0
< > Begnspesk |  Opensound |

Figure5-13 Alarm linkage window

5.1.12 Full and Norm

In the video surveillance tool bar, click on “Full/Norm”, the real-time video will full-screen display.
The default screen is standard screen; twice click the button to return. It will save and recover
playing mode automatically after exit and re-login.

mwBPA Y ¢ € cANDOOES

C RN

Figure5-14 Full and Norm
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5.1.13 Screen Lock and Unlock

In the video surveillance tool bar, click the "lock screen” button, then all IPC operating screen will
be locked. This moment, you can do nothing but watch the video streaming. And the button appears

to I if you want to exit this status, click it. Then an input-box pops and you must input your

username and password to success unlock.

P Yo en cANDoOe REERENEEESEER

Figure5-15 Lock screen

5.1.14 Stop Video

In the video surveillance tool bar, click "Stop" button to stop the current the real-time stream of the
focus window. Click "Stop all" button to stop all real-time video.

= vw PR Y ¢ e ¢ AD QFO_O BEMEENEEEEER
StoplStop ALl

Figure5-16 Stop video

5.1.15 Start all record

Enter the interface of [Config Management] — [Record Config], right configured the record strategy
you need. Then return to the interface of [Video View], click the button of “Start all records”, all
records strategy will be opened. This button is a shortcut button for strategy record.

PR Y ¢ OB ¢ ANDOOS NEEEENEEETERD

‘Start All Kecord

Figure5-17 Start all records

5.1.16 Full-screen Control

In the video surveillance tool bar, click on the corresponding split-screen button to switch to a
different monitor screen, 1 screen, 4 screens, 6 screens, 8 screens, 9 screens, 16 screens, 25 screens,
36 screens, 49 screens, 64 screens. Click on "Full screen™ button will present a single screen or
multi-screen to full screen. Click "Esc" button to exit full-screen

mw A Y ¢ e CcAIDOOES MENENEBENESEEE

Figure5-18 Full screen

5.1.17 Device List

1) There are two ways the device list display: “Original” group(Figure 5-19 left) and "Properties”
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group (Figure 5-19 right):
a) "Original group" is the device group name +device belongs to the device group as
the node to display

b)  “Properties group” off-line devices and on-line devices are shown separately.

Device List -~ Device List *
=™ Default --*@ Onling
i 192.168.58.188 i 192.165.88.188
i 192,168,58,159 i 192.168.88.189
i 192.168.58.190 i 192,168.88.190
i 192,158,58.191 i 192,168.88.191
i 192.165.85.192 i 192.168.83.192
i 192,168,58.193 i 192.165.88.193
i 192,168.58,194 i 192,168.88.194
i 192,168,58,195 i 192,165.88.195
i 192.165.55.196 i 192,168.88.196
i 192,158,58,197 i 192,165.88.197
i 192.165.55.198 i 192,168.83.195
i 192,158,58,199 i 192,165.88.199
— B 197 1AR AR 0N b +. = 107 1AR AR 20N b
Properties Criginal

Figure5-19 Device list tree
2) There are several leaf node icon, “blue” present the device is online, “gray” present the device
is offline, “red” present the device is play video; Two small red points present the device is
recording.

- = Default *| Recording
W 19Z.165.55. 100 " devices

b 192.165.83.189

i 192.163.85.190

i 192.165.53.191 Playing  video
i 192.168.85.192 — =P 4evices
i 192.165.83.193

Online devices €—+———# 192.165.53.194

i 192,165.83.195

i 192.168.88.19%

i 192,165,83.197

i 192.168.85.198

i 192,165,83.199

- 192.168.5858.200
Offline devices € —————8% _gtreami v

Properties

Figure5-20 Device status
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5.1.18 PTZ control

1.  PTZ control method
There are two PTZ control methods: Interface control, joystick control.

1) PTZ control interface: In PTZ control, you can operate PTZ such an up, down, left, right,
adjust the iris, adjust the focus, adjust the zoom, add/query/delete preset as well as
advanced features such as call; up, down, left, right, iris, focus, zoom control in the
corresponding function key on the left began to hold, release the left mouse button to stop.
Directional control can adjust horizontal velocity and vertical velocity control; preset point
and advanced features of the control rules refer to the “PTZ control rule” document.

v:l PTZ Control

e

L
H.W, 5 - |".".".". 5 - |
add F'reset| +
Zall F'reset| j Q
Rermove
Preset | j X
Advanced
Function j -}

Figure5-21 PTZ control
2) Joystick Control: PTZ control keyboard access to the specified PC keyboard for use in
accordance with the corresponding parameters. client-side under the keyboard also need to
set the parameters corresponding to the configuration, the user clicks on the main interface

of ﬂbuttons popup menu select "System Configuration” — “Joystick”, In the " Joystick"

interface configuration corresponding parameters can be preserved. Configuration is
completed the user can use the keyboard to the corresponding PTZ control.
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x)

System Configuration

Starage ] Patral ] PTZ Jovystick. l Switch Stream ] Forward Service Setting ] Broadcask Set l

Enable Joysti -
COM Port 10(1-255) |1

Bandrate |24DD j
Databits B |
Stopbits I ~|
Farity |Nnne j
Diata Control |Nune j

Save

Figure5-22 PTZ joystick control
3) PTZ Protocol Control: Control of if PTZ device support custom PTZ control protocol

control, the user clicks on the main interface of ﬂbuttons popup menu select "System

Configuration™ — “PTZ”, in the “PTZ” interface select PTZ protocol , after the completion
of the user configuration can be used in the preview interface PTZ control panel for the
corresponding PTZ control.

System Configuration

Storage ] Patral PTZ ]Joystick] Swikch Stream ] Forward Service Setting ] Broadcast Set ]

| ﬂ Save Cancel
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2.
1)
a.

3)
a)

b)

c)
4)

a)
b)
c)
d)
e)

f)
9)

Figure5-23 PTZ Protocol

PTZ advanced function

Timing homing:
Add parameter in the input box of “add preset” to set it. Such as 1#01:00-01:59, means
from 1 o’clock to 2 o’clock, if you had set timing scan during this time, then the device will
back to the preset every five minutes and stay for one minute. “1#” means first one, you can
set eight in total.

Every day you can only set eight timing homing.

Show the time period, and it will show in “remove preset”.

Timing orbit
Add parameter in the input box of “set preset” to set it. Such as s1#01:00-01:59, means
from 1 o’clock to 2 o’clock orbit all the time.

Every day you can only set eight timing orbits.

Show the time period, and it will show in “remove preset”.

Timing scan

Add parameter in the input box of “add preset” to set it. Such as 01#01:00-01:59, means
from 1 o’clock to 2 o’clock scan all the time.

Every day you can only set eight timing scans.

Show the time period, and it will show in “remove preset”.

Notice:

The time can not cross between “timing scan” and timing orbit”.

The time can cross between “timing homing” and “timing scan” or “timing homing”
and “’timing orbit”.

If “timing homing” and timing scan” have time cross then “timing homing” first. the same
as “timing orbit”.

Nobody control the PTZ for six minutes later then begin “timing scan”, “timing
orbit”, ”timing homing”.

“Timing homing” stay for one minute.

The value you set accurate to the minute.

Set time as 01#00:00-23:59, can not set as 01#23:59-00:00

5.1.19 Alarm Message

When the client receives the alarm information in real time the main interface of the "Alarm
Message” will be flashing, the user clicks the "Alarm Message" button to view real-time alarm
information screen. The interface for the alarm information to show the 16 records dynamically
updated. Alarms for query previous see instructions of "Alarm Query ".
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Al Marm Message

Device Na... | #Alarm Type | Alarm T #
251 Motion de...  2010-12-,
169 Yioce Video lost 2010-12-,
251 Motion de...  2010-12-,
169 Yioce Video lost 2010-12-,
251 Mation de...  2010-12-,
163 Yioce Wideo lost 2010-12-,
251 Motion de...  2010-12-,
HD IPC195 Free spac,.. 2010-12-,
251 Motion de...  2010-12-,

163 Yioce Wideo lost Z010-12-,
163 Yioce Wideo lost 2010-12-,
169 Yioce Video lost 2010-12-,
163 Yioce Wideo lost 2010-12-,
163 Yioce Video lost 2010-12-,
169 Yioce Wideo lost 2010-12-,
163 Yioce Wideo lost 2010-12-,
195 HD Motion de,..  2010-12-.%
< ?

Figure5-24 Real-time alarm
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Chapter6 Record Query

Click the "Record query" menu and go to the record query interface. Record query pages include
record query, record playback and record download, as follow:

L -] G H
Q
B Dwrvice Lt
= Dot
W T
Fil plryach,  Timp plawbck
Fexcord Query
Dervioe Hame Phares pelct derviog from devics ket in the left
FleSowce  }ocuword v RecondType  fo w| Tmerange fongnigr oo00i0 - B fmingen SRS -
Heda it [ L] Resdhion g o 1 L " Bybesl-1 mears o
Imtation)
Query  FraPage Nest Page it

Fie Fath | He SoulBytes) | Comrioad Sshs Py Stabus

Froperties Map Lt

Figure6-1 Record query interface

6.1 Video Query

Select a device that queried in the device list and set the conditions, then click "Query" button.
Record source include "Local Record” and "Front-end Record". Select a different record sources are
not the same type of the corresponding record resolution. 20 records per page, you can click the “Pre
page” or "Next page" to view more.

6.2 Play back

6.2.1 Local Record Playback

Entering [Config Management]-[Record Config], configuring the record strategy and starting record,
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in this way you can get local record. Local record files saved in local computer. Double click one of
the searched video then it will play in playback window. You can playback two records at the same
time. In the playback window, your can operate the tool bar below to pause/play, frame forward,
stop, fast forward, previous section, next section, slow forward, taking picture, sound and so on. The
default storage path of taking picture is in the “Picture” directory that under the file of the
installation program, if you want to change the storage path please turn to Chanpter12.3 Storage

setting.

5 Note: 1. Device must be in record strategy to query local record.

2. Fragment of device record files can't be retrieval.

3. During replaying video, you can use electronic zoom function too. The use
method of every button is the same as Video View, now we will not repeat again.

6.2.2 Front-end Record Playback

Front-end device with storage device, configured record strategy and started record, in this way you
can get front-end record. Double click one of the searched video then it will play in playback
window. One device can only play one video file in the same time. In the playback window, your
can operate the tool bar below to pause/play, frame forward, stop, fast forward, previous section,
next section, slow forward, taking picture, sound and so on. The default storage path of taking
picture is in the “Picture” directory that under the file of the installation program, if you want to
change the storage path please turn to Chapter12.3 Storage setting.

6.3 Download Record

Local record saved in your computer so you needn’t download it. The record download is front-end
record download. If you want to download the records, simply "Check" the record and then click the
"Download" button. Record of the default storage path is the default storage strategy path
“Remotion”. Users who want to stop downloading click the "Cancel™ button.

5 Note: Download the video can not be other operations of the menu items.
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Chapter 7 Alarm Message

Click the "Alarm Message" then enter the alarm query interface.

MEERAEEE

h ™ Dervice Hame 1920881177
= el Tese Racp [msszz oonen =T foeen ams =
L
A Fa
Humar e ¥ Devioe Disocermied Motion Detect [+ Ko input bigh b lowe ¥ Alarm ingau s 1o hih,
Device darm P Devios Convected 7 idso kst [ Wi ok
r—— 7 WinctBesdy F 1Beady 7 Wirchesly ¥ DReady
F umnctBeady [ USEReady [ Frog Space Laching
Query
[ | s Type | idoren Teme: | Desargtion
1521681177 Corvice Connected NI 11A9AS Device Connected
IS 1E8.17T Eervos Connected NI 1181306 Devics Connected
V521681477 Curvice Conrected B0 0B Denvios Connacted
11680077 Corvice Corvected 20030822 11N Dervicn Corrmcted
TE |
Query complsteTatel 4 slam records!
Propertes  Maplit

Figure7-1 Alarm Inquires
First select the device in the device list, then set the queried conditions and click the "Query" button
to check out the device in this period of time alarm type of alarm occurs.
/1y Note: It will keep the alarm message of a week.

-34-



User Manual of IPCVideo Surveillance Client

Chapter 8 TV Wall

Click “TV Wall” then skip to TV wall interface. Only the “admin” user has access authority, to
others IPC will prompt that “without TV Wall management permission”.

ol | 2003-10-09 14:19:35
| Q
BB Dervice List
= ™3 e
[ LA R
Froperties M lst

Figure 8-1 TV Wall interface

8.1 TV Wall layout

In the TV Wall interface, left is a device list, the function of this list is almost the same that
mentioned in 5.1.11, the difference is that this device list includes decoder device. Right is monitor
layout area, in this area you can overall layout for your monitor.

8.2 Monitor layout

There is a button in the top of monitor layout area, 2 named TV Wall layout, clicking it then

come out the TV Wall layout setting window. In this window you can set the number of Horizontal
lines and Vertical lines, the setting range from 1 to 20. After setting, clicking the “save” button then
the monitor layout area will layout as your setting. If you don’t set it will layout in default setting
that means horizontal line is ten and vertical line is ten too. When the decoder device is many,
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suggest you to set a bigger number.

I¥ ¥all layout

%)

Horizontal lines Wertical lines

10 - 10 -

K | Cancel |

Figure8-2 TV Wall layout setting

After the TV Wall layout, you can press the left mouse button and drag to down or right or
right-down in any area of monitor layout area grid. This way you can draw out the window of
monitor. According to different number of decoders you can draw different number of windows.
Clicking the right mouse button in a drawn window area you can delete this window.

- | 2003-10-09 FANEIE

Figure8-3 Monitor layout Configure

8.3 The binding of decoder and monitor

After layout the TV Wall and monitor, first, connect the video-out line of decoder and the
video-in line of monitor or TV, then drag a decoder to the good layout monitor window. The
window will become black, this moment the software has connected decoder and the decoder
window shows the connected decoder device IP. Then drag an IPC or NVS or other device to this
window, the window becomes yellow, the decoder begins decoding the connected device’s video
and decoder window shows the connected encoder device IP . This moment the monitor begins to
play the real-time video of IPC or NVS and so on. During decoding you can change the device by
dragging other devices to decoder window.
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8.4 TV Wall patrol setting

Decoder support device’s patrol. Click theﬂbutton, popup menu select "System Configuration” -

"Patrol”, in the "Patrol" interface choose "TV Patrol".

Syztem Configuration

Storage  Patrol IPTZ ] Jl:uystick] Switch Skream ] Forward Service Setting ] Broadcast Set ]

Player Patral TV Patrol l

Decoder Lisk Display... | Stay Ti... | Device, .. | Device ... | Devvice ... | Device ... |

192, 168.58.224

Add Save
| | | |

Figure8-5 TV wall in turns setting

In “TV Patrol”, left is decoder list, IPC will display all decoder devices in this list by searching from
device list automatically. Right is the show area of patrol setting. There are four buttons in the
bottom of “Patrol setting”, “Add”; “Delete”; “Modify”; “Save”.

Clicking “Add”, come out “Add Patrol” dialog. There are two display choices “Display one video”
or “Display four video”; the “Stay Time” can’t less than 10s; click a device that in the left device list,
then it will show in the right column named “Device”. After that, click “Add” then you have added a
device for patrol successfully. By this way, you can add other devices. If you want to add four video
display, you need to click four devices, those devices will display in “Device” by the click times. A
decoder patrol you can add ten devices at most (a four video display is looks as one device). After
you added you must click the “Save” button then your setting is effective.
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Add Patrol (%] [ 244 Patrol

B 192.168.85.22

& Display one video

" Display Four video

= Device List

i 192.163.58.156
#h 192.168.58.22

ey

" Display one video

4 192.168,88.199 Sy Tireisze i 192.166.58.199 Sy Thiretisze)
i 192.165.55.190 i 192.163.85.190
B 192.168.88.21 i ¥ 192.165.55.21

Device Device

B 192.168.585.194
4 192.168.88.41
i 192.165.55.165
B 192.168.85.162

& 192.168,85.25 i 192.168.55.25 Device
i 192.168.88.26 i 192.168.58.26
i 192.168,55.23 # 192,165.56.23 Device

e 192.168.85.19
B 192.168.85.163
4 192.168.0.123
i 192.168.83.29

add

| Cancel

b 192.165.55.194
i 192.163.55.41
b 192.165.55.165
o 192.168.55.162

i 192.165.55.19
b 192.165.55.163
¥ 192.165.0,123
i 192.168.55.29

v

Device

Aidd

| Cancel |

Figure8-6 Display one video

Figure8-7 Display four video

Clicking “Delete”, you can delete the device of patrol. First choose the decoder that you want to
delete its device, second choose the device that you want to delete, third click “Delete” button. After
you deleted you must click the “Save” button then your setting is effective.

Clicking “Modify”, you can modify the device of patrol. Choose the decoder, then choose the device,
click “Modify” button, come out “Modify Patrol” dialog. You can modify the screen display; stay
time or device. After that, click “Modify” then you exit modify dialog, but this time your
modification has no effect, only when you click the “Save” button then your setting is effective.

After you configuring device’s patrol, exit the “TV Patrol” dialog, draw a window in monitor layout
area, drag a decoder device to the window, click the “Patrol” button, the monitor will begin to play
patrol video. You can also start patrol when the monitor is playing real-time video. Click again the
“Patrol” button, you can end the patrol. After the patrol is ending, the decoder end decoding, the
monitor display nothing.

iy Note: Under the TV Wall, when there is one device the decoder decode main stream; when
there are more than one device the decoder decode sub stream.
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Chapter 9 Forwarding service setting

9.1 Forwarding service setting

Forwarding service to the current IPC data server forwarding to distal IPC client. In the main

interface click on the top right cornernbutton, popup menu select "System Configuration” - ™

Forward Service Setting™. In "Forward Service Setting"” interface TE will automatically search to the
machine's IP address displayed in the local address bar, set “Local Port”, “Number of” and “User
Count”, checked afterRun The ¥ideo Switch 1 cljck the "ok™ button forwarding service can take
effect. If you want to cancel the forwarding service is put outRun The ¥idea Switch | check, in click
"ok" can stop forwarding service. If the "Number of" or "User Count™ modified, simply click on
"modify" button effect.

S5ystem Configuration

Storage | Patrol | PTZ | Joystick | Switch Stream Farward Service Setting | Broadcast Set |

Run The Yideo Swikch [v

Local IP 192,165,851 Lacal Pork G599
Mumber of 100 Lser Count 10

[ x|

Figure9-1 Forward Service Setting
Note: If you need to public network remote forward, it must be in the router to forward the local
mapping server IP address and port, public network remote client TE with public network IP
address and mapping port receiving and delivering data.

9.2 Remote client receiving and delivering configuration

IPC remote client to receiving and delivering server data, must be in remote client "Config
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Management" - "Device Config" page configuration add forwarding servers, as below:

Config Information -

Group Name | | pevee i92.166.88.50 Protocal Type  1cp -
Device Tvpe |'\-'il:lec| Switch ServerSs j Skrean | J Wisit Mod | J
Device IP |192| 168.58.50 Wideo Port |gggg PTZ Port |
Login farme |admin Password |****** PTZ Address |

Moke: # is not allowed Add Remove  Modify

Figure9-2 Add Forward Server

In the device type drop-down box select "Video Switch Server/\VVSS", input device name, select
protocol type, configuration device IP for forwarding the server address (if public network
forwarding, must complete and public network address), the video port forwarding servers for the
local port (if public network forwarding, must complete and mapping port), login name and
password for remote IPC client user name and password, click "Add" can add connection already
open forwarding service device to the left device list. As below:

User Cordiy  Rword Config Roescte Corliy  Mardmnance
Q Dervice Management
T el —
%2 ot e Name: [ e "
Corfig Information
Dt SoFte: & Local Device ™ P Dervice
Group Mame: |H# ﬂ m Frobocal Type 17 B
Dwrvicn Type: [we [ I ry— | ik Mod RTE B
Device [P | Video Pt g FTZ Part -~
Loxgn Mame | Paguwond FZ Address
Khe:# s ok llowesd] Add  Remove  Modfy
Corvage Manusgmenrt
1P dkdress ; ; bt sk ; Gasteway Addrecs
L . . w0 fubagen  Modfy Camers Defal Config
et I~ rwert ra Begnto cawrch  Batch Add
[ 1p address | Sk Hask I addess | DhSL [ ooz | ervice Type [ Serial i, Tz [
Propertios  Miplist

Figure9-3 Forward Server Device List
Add forward server, other functions and operation with local client similar, one no longer give
uncecessary details
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Chapter 10 Setting

10.1 Automatic Login

Automatic login premise is to save the user password, if want to open the IPC automatic login, in
the login interface "automatic login™ check box to choose and will automatically checked save

password, or in the main interface ﬂ click "automatic login".

Cancel the automatic login again in the main interface ﬂ click " v automatic login™.
10.2 Boot Automatically

If you want to run startup autorun login IPC, in the main interface ﬂ click "boot automatically"

can. Cancel the startup autorun is again in the main interface ﬂ click " v boot automatically",

but automatic login not cancelled, if want to cancel must click again on the tick " v automatic
login".

10.3 Storage Setting

Player Patrol means that configure many devices to round of play for different window. Click the

“ﬂ” button in the upper right corner of the main interface, popup menu select "System

Configuration™ - "Storage", in the "Storage" interface click on the "browser" button, the user can
choose according to their own needs the local path, choose good after click "save" setting is
effective.
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Svstem Configuration §|

Storage }F‘atru:ul l PTZ ] Ju:u\,.fstick] Swikch Stream ] Forward Service Setting ] Broadcast Set ]

Path of saving manual record File and picture

Before you setting the storage path, the video files are saved in the “Video” directory that under the
file of the installation program; the pictures are saved in the “Picture” directory that under the file of
the installation program. After setting the path, all video files and pictures are saved in set path. In
the IPC software, there are many places will product videos and pictures, but a user just need to set
the storage path one time, then all videos and pictures will be saved in this path.

10.4 Patrol setting

Patrol Setting including two side: Player Patrol and TV Patrol. The TV Patrol has described in “TV
Wall”, we won’t repeat it.

Player Patrol means that configure many devices to round of play for different window. Click the

ﬂ button, popup menu select "System Configuration” - "Patrol”, in the "Patrol” interface

choose "play Patrol".
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Syztem Configuration

Storage  Patrol IPTZ ] Jl:uystick] Switch Skream ] Forward Service Setting ] Broadcast Set ]

Player Patrol l'r'.,' Patral ]

Player Windaw List: Cevice Mame | Stay Timelsec,)
Flaver-1
Plaver-2
Player-3
Plavyer-4
Player-5
Plaver-6
Player-7
Player-&
Player-9
Player-10
Playver-11
Player-12
Player-13
Player-14
Player-15
Player-16
Player-17
Player-15
Player-19
Player-z0
Player-21 bl 84 [ 1>

Add Save
| | | |

The patrol is based on play window, so you can set different patrols for different windows. First,
choose the window you need to patrol; second, click the “Add” button; then come out the “Add
Patrol” dialog. In this dialog, you can choose the device you need to enter patrol and set the stay
time, click “Add” then you have added a device successfully. Every window can only add 10
devices to patrol at most. The following figure is “Add Patrol” dialog.

Add Patrol x|

- 5
i 192,168.88.151
i 192.158.88.155
i 192.158.88.152 Device Name |
i 192.168.88.165
i 192.168.88.166
i 192.168.88.167
i 192.168.88.169
i 192.168.88.185
i 192.168.88.186
i 192.168.88.19

Stay Time(sec.) |

Add Cancel

After setting the patrol for window, if you think the device you added is too many, you can choose a
device, then click “Delete” button, that you will delete a device; if you need to modify the device or
their stay time, the “Modify” button will help you.

After setting the patrol, return to [Video View] interface, selected window, click video tool in the
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article " S tour can wheel.

10.5 Switch Stream Set
Switch stream set can make IPC in video view interface video window by split-screen conversion
for single picture subcode flow whether conversion is given priority to code flow. In the main

interface top right click ﬂ button, popup menu select "System Configuration” - "Switch

Stream", in "Switch Stream" checked Settings dialog box can be effective.

S5ystem Configuration

Storage ] Patral ] FTZ ] Jowstick  Swikch Stream anrward Service Setting ] Eroadcast Set ]

Iv If one player Fullscreen, will ko switch main-stream

10.6 Broadcast Set

Add broadcast device, audio encoding format have two kinds of forms: G711 and AAC.
Broadcast set means for different configuration broadcast function. In the main interface top right

click on the ﬂ button, the popup menu select " System Configuration " - "Broadcast Set", in

the "Broadcast Set" interface configuration requires the broadcasting device. Add broadcast device,
should first check the device audio encoding format, then in the original device list checked device
added to the left of broadcast device list, after completion of the click "ok".

After setting the broadcast, return to [Video View] interface, selected window, click video tool in

the article " 0. tour can wheel.
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Syztem Configuration

Storage ] Patral ] PTZ ] Jl:uystick] Switch Skrearn ] Forward Service Setting  Broadcast Set l

Audio Sek
Encoding Format 6+ G711 " BAC

Broadcast Device Criginal Equipment

&3 Device List = D Device Lisk
O& 248
& oo
Add [ 8 167
% 154

O 192.168.85.248
[]# 192.168.85.242
O 164
[ 23
[ 24

o

Remove

!

10.7 About

In the main interface, you can click ﬂ and "About" to view the IPC version.

Versioni4,7_20140114_001

10.8 IPC Help

In the main interface click ﬂ popup menu select” help” as well as in the start menu program

IPC directory can open” IPC help".
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